
 

  

 

 
 
 
 
 
 
 
 
 
 
 
 
 

Discharge instructions of 
 

Büscherhoff Flexitanks 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

  

 

 
 
Flexitank with bottom discharge/filling: 
 
 

·  use a chassis which can be lowered, or use a discharge construction which 
makes it possible to lift the container 5° - 7° to enhance the flow of the 
product. 

 

         
 

·  The container arrives with warnings, not to open the left door. Please observe 
strictly! 

·  The right door can be opened without hesitation. 
·  Please keep in mind that you will receive a standard 20’ GP container which 

is sealed with a “High Security Sealing”. To open it you will need a bolt-cutter. 
 

       
 

·  Make a visual control if everything looks well and figure out what kind of 
connection you need. All valves are equipped with a 3’’ BSP female thread, if 
not otherwise announced prior to the shipment. 
The valve can be adapted with a 3’’ or 2’’ male cam lock and cap. 
 

PLEASE CLARIFY IN ADVANCE WHAT KIND OF ADAPTER YOU NEED! 
 
 



 

  

 

 
 

·  Connect your discharge hose with the right coupling and ensure that the 
gaskets on your coupling are still in a good shape. 

 

�           �        
 

·  Assure that the hose connected to the Flexitank is in a horizontal position. The 
hose should not be directed in an upward or downward direction from the 
connection to the bottom valve. The use of a support-device underneath the 
hose is of vital importance to reduce the risk of residues remaining in the 
flexitank. 

 

               
 

·  If the connection has been completed correctly and aligned as outlined above 
the discharging procedure can be started. In order to open the valve, press the 
handle and push down. The valve is now open. 

 
IN ORDER TO ASSURE THE COMPLETE DISCHARGE OF PRODUC T PLEASE 
USE A DOUBLE-MEMBRANE (DIAPHRAGM)-PUMP OR A SELF-PR IMING-PUMP 
FOR UNLOADING. THE USE OF A SIMPLE ROTARY- PUMP WIL L ENHANCE 
THE RISK OF RESIDUES. 
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·  After the Flexitank has been emptied, please have it delivered to your 
recycling partner.  Flexitanks are made out of highly purified PE and PP and 
can be recycled in order to be returned to the circulation. 

 
 
 
 
 



 

  

 

 
 

Flexitank with top filling/discharge: 
 

·  use a chassis which can be lowered, or use a discharge construction which 
makes it possible to lift the container 5° - 7° to enhance the flow of the 
product. 

 

         
 

·  The container arrives with warnings, not to open the left door. Please observe 
strictly! 

·  The right door can be opened without hesitation. 
·  Please keep in mind that you will receive a standard 20’ GP container which 

is sealed with a “High Security Sealing”. To open it you will need a bolt-cutter. 
·   Make a visual control if everything looks well and figure out what kind of 

connection you need. All valves are equipped with a 3’’ BSP female thread, if 
not otherwise announced prior to the shipment. The valve can be adapted 
with a 3’’ or 2’’ male cam lock and cap. 
 

PLEASE CLARIFY IN ADVANCE WHAT KIND OF ADAPTER YOU NEED! 
 

·  Connect your discharge hose with the right coupling and assure the gaskets 
on your coupling are still in a good shape. 
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·  Assure that the hose is connected to the Flexitank like it is shown in the 

pictures above. The use of a securing band at the hose is of vital importance 
to reduce the risk of residues remaining in the Flexitank. Make sure that the 
hose will remain moveable (i.e. the hose can go downwards whilst the filling 
volume is reducing) 
                                                                                      

  
 

·  If the connection has been completed correctly and aligned as outlined above 
the discharging procedure can be started. In order to open the valve, press the 
handle and push down. The valve is now open. 

 
IN ORDER TO ASSURE THE COMPLETE DISCHARGE OF THE PR ODUCT 
PLEASE USE A DOUBLE-MEMBRANE (DIAPHRAGM)-PUMP OR A SELF-
PRIMING-PUMP FOR UNLOADING. THE USE OF A SIMPLE ROT ARY-PUMP 
WILL ENHANCE THE RISK OF RESIDUES. 
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·  After the Flexitank has been emptied, please have it delivered to your 
recycling partner. Flexitanks are made out of highly purified PE and PP and 
can be recycled in order to be returned to the circulation.  

 
 
 
 
 
 


